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CITY OF BELMONT
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APPLIANCE VENTING (M10)

2013

TYPE B INSTALLATION REQUIREMENTS.

DOUBLE-WALL METAL VENT 4" OVAL IN
FRAME WALL, FORSINGLE
OR MULTISTORY USE.
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EMBOSSED SPACERS
FOR CENTERING ON
EACH SECTION

928.0

TERMS OF LISTING: TYPEB -2 x 4.

DOUBLE PLATE CUT AWAY FOR FULL
142" WIDTH OF STUD SPACE

FIRE-STOP SPACER NAILED
TO PLATE AT BOTH ENDS

FIRE-STOP SPACER

NOMINAL 2x4 STUDS (MINIMUM)

/ STUD SPACE 16" 0.C. MINIMUM

PLATE CUT AWAY FOR FULL
14%2" WIDTH OF STUD SPACE

DOUBLE PLATE CUT AWAY FOR FULL
142" WIDTH OF STUD SPACE

FIRE-STOP SPACER NAILED TO
PLATE AT BOTH ENDS (FLOOR & CEILING
LEVELS)

SEE MANUFACTURER'S INSTRUCTIONS

; KL \ DOUBLE-WALL VENT PIPE

FIRE-STOP SPACER

TYPE B VENTS LISTED
FORINSTALLATION
IN 2x4 FRAME WALLS.

MAY BE SAME AS
THAT USED IN TYPE BW
INSTALLATIONS

For Sl: 1 inch = 25.4 mm

TYPICAL TYPE B OVAL VENTING SYSTEM

ONE TWIN PINES LANE, SUITE 110, BELMONT CA 94002-3867 (650) 595-7422

CA MECHANICAL CODE




